£15% Technical Conter Michae!l A Manson

4000 Tech Canter Drive Manager
Mornrpeville, PA 15146 Environmental Control
412-B25-2416 Envirormental Atlairs

FAX 412-825-2484

June 27, 1920

Walter K. Wilkie
NESHAP Coordinator

Air Management Division
USEPA, Region IIX

841 Chestnut Building
Philadelphia, PA 19107

Re: Clairton Works Request
for Waiver of Compliance 40 CFR 61, Bubpart L =~
wNational Emission Btandard for Benzene Emissions
from Coke By~Product Recovery Plants™

Dear Mr. Wilkie:

Ron McCollum and I appreciated the opportunity to discuss
with you and Susan Insetta on June 7 the benzene NESHAP
emission control preoject for the Clairton Works coke by~
product recovery plants. As you regquested, we have
reviewed the information we provided during the meeting
and have attached hereto revised scopes of work for each
source covered.

As we discussed, some tanks will be c¢leaned and
rehabilitated prior to gas blanketing. Others will be
cleaned and demolished and replaced with new tanks and the
new tanks will be gas blanketed. In some cases, it is not
yet apparent if certain tanks will be rehabilitated or if
they will be demolished and replaced by new tanks. We
have included "alternate scopes of work" for these tanks.

Because of the magnitude of this project and in order to
maintain operations during construction, it will be
necessary to keep certain tanks, which are ultimately
scheduled for demolition, in operation until other tanks
are rehabilitated or replaced and gas blanketed. These
spransition” tanks will then be cleaned and demolished.
They are identified in the scopes by excluding the words
*install gas blanketing.®

Certain tanks are presently out of service and will be
demolished without putting them back into service and
others have already been demolished. These two categories
incliude the following:

A diwision of USX Corpoiation
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Walter K. Wilkie
June 27, 199%0
Page 2

Unit No., 3
Item 31.0 Liqht 01l Pank No. 421

Item 32.0 Light 0il Tank No. 422

Onit No. 2

Item 14.0 Tar Collecting Tank No. 6

ITtem 37.0 KHNo. 9 Crecsote Vented Vapor Tank

Item 38.0 Tar Loading Tank

Item 41.0 2Ammonia Storage Tank No. 3

Item 42.0 Ammonia Storage Tank No. 4
We plan  to submit project schedules to vyou in
approximately five weeks. In the meantime, don't hesitate
te call if you have any questions.
Finally, I appreciate your June 27 phone call confirming
that PSD permits will not be required for new tanks to be

built for this project.

Very truly yours,

MaH/cg
/e bec: €. E. Cason
J. M. Connelly

tt )

attachment o N con

cc: Susan M. Insetta ~ Region III USEPA ?- g. Funwela
Charles J. Goetz -~ BAPC B. G‘ §;s§§rgy
Ward D. Kelsey - PaDER ﬁ' E‘ ngtic
Ron H. McCollum - Clairton W. fe le

P. ¥X. Masciantonio
J. D. HMoniot

S. K. Todd

G. T. Weber
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USS CLAIRTON WORKS JUNE 22, 1880
ENGINBERING DEPARTHMENT

NESHAPE ~ TANK EMISSIONE AND CONTAINMENT PROGRAM

EUMMARY ~ BCOPE OF WORE

mTEREITISREzawe

Overall dimensions - & ¢, Dis. 2 14 £t. H
Construction - Cast iren, vertical, with
aebestos-containing mastic

Instmll Gas Blanketing

Rehabllitate tank

Remove asbestog-containing mastic {200 mg ft)
Install Dike containmant (as part of tank ferm)

Cverall dimensions - B f¢. Dis. x 14 £f1. H
Conmtructicon - Cast iron, vertical, with
sebesstos~containing nmastic

Install Gae Blanketing

Rahabilitate tank

Remove sabestos-conteining mamtic (200 g £4)
Install Dike containment (as part of tank farm)

Capacity ~ 80,000 gallons

Cverall dimensions -~ 28 fo. W x 12.5 f¢t. H x B8 £t., Lg

Construction - Welded stesl, horizontal with asbestos-
containing mastic

Inetall Gas Blanketing

Rehabllitate tank

Remove sludge heel (4200 gal)

Remove asbestos-containing mastic (2100 my £t)
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-  Install dike containment (as part of tank farm)
=  Apply new 1-1/2" urethane foam insulation

Capscity - BO,000 gallons

Overall dimensions ~ 28 ft, W x 12.5 £, H x 66 ft, Lg

Construction - Welded stesl, horizontal, with ovoncrete
roof and sebsstos-containing mestic

- Install Gas Blanketing
- Demolish tafk

-  Erect replacement tank ( in-kind )

-~ Remove sludge (4200 gal}

- Remove asbeptos-contalining mastic (2100 mg %)

- Install Dike containment ( as part of tank farm )
- Apply new 1-1/2" urethane foam insulation

Capacity - BO,000 gallons

Overall dimensions - 28 ft. W x 12.5 ft. H x 68 ft. Lg

Construction ~ Welded smteel, horizontal, with urethane
foam insulation

- Install Gas Blanksting

- Rehabilitate tank

- Remove siudge hesl (4200 gal)

=  Remove urethane foam insulation (2100 sg ft)

- Install Dike containment { as part of tank farm )
-  Apply new 1-1/2" urethane foam insulation

Capacity - BO,0000 gallone
Overall dimensions - 28 £¢, W x 12.5 ft. H % 58 ¥e. Le.
Constructicn - Welded steel, horizontal,

with asbestos~containing mastic

Install Gas Blanketing

Pemolish tank

Eresot replecsment tank ( in-kind )

Remove sludge heel (4200 gal)

Eemove asbestos-containing mastic (21060 mg £t}
Install Dike containment { as part of tank farm )
Apply new 1-1/2" urethane foam insulation

I EEREE
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7.0 F.L. DECANTER NC, &

Capacity ~ BO,000 gallona

Overall dimenmsions ~ 28 ft, W x 12.5 ft. H x 88 Fe, Leg

Construction - Weldesd steel, horizontal, with urethane
foam insulation

- Install Gas Blanketing

- Rehsabilitate tank

- Remove mludgs hesl (4200 Eal)

~  Remove urethane foam insulation (2100 ag f£t)

- Install Dike containmsnt { as part of tank farm )
-  Apply new 1~1/2" urethane foam Insulation

Capacity - BO,000 gallons

Overall dimensions - 28 ft. W x 12.5 ft. H x 58 Ft.Lg

Construction - Welded ntesl, horizontal, with urethans
foam insulstion

- Install Gas Blanketing
- Rehabilitate tank

- Remove sludge hesl (4200 gal)

- Remove urethane foam insulation (2100 Bg ft)

- Install Dike containment { a8 part of tank farm )
Apply new 1~1/2" urethans foam insulation

2.0 ITAR COLLECTING TANE NO. i

Capacity ~ 24,000 gallons

Overall dimensions -~ 10 ft. Dia. x 40 fo. Lg

Conmtruction -~ Welded steel, horizontal, with
asbestos- containing mastic and
asbestop blanket insulation

H

- Install Gas Blanketing

- Rehabilitate tank

- Remove sludge heel (1000 gsl)

- Remove asbestog-containing mastic {1400 mg ft)

- Remove asbestos blanket insulation (1400 mg £t

w Install Dike containment { as part of tank farm )
- Apply 2" fiverglass insulation w/ 5.85. Jacketing
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Capacity - 24,000 gallone -

Overall dimensions - 10 f¢. Dia. » 40 ¢, Ig

Construction - Welded stesl, horizontal, with
asbestog~containing maptic and
asbestos blanket insulation

Install Gae Blanketing

Rehabilitate tank

Remove sludge heel {1000 gal)

Remove asbestos-containing mastic {1400 aq £¢)
Remove asbestos blanket insulation (1400 sq ft)
Inetall Dikes containment { a» part of tenk farm )
Apply 2" fiberglass insulation w/ B.8. Jacketing

ANK NO, 3

Capecity - 24,000 gallona

Oversall dimensions ~ 10 ft. Dia. x 40 ft. Lg

Conmtruction ~ Welded steal, horizontal, with azbeagtog~
containing mastic

Install Gag Blanketing

Rehabilitate tank

Remove mludge heel (1000 galy

Remove asbestos-containing mastic (1400 mq F4)
Instell Dike containment ( ae part of tank farm )
Apply 2" fiberglass inmulation w/ £.8. Jacketing

Capacity ~ 24,000 gallone

Overall dimesnsions - 10 ft. Dia. x 40 f¢. Lg

Construction - Welded #tsel, horizontal, with
asbestos-containing mastic and
asbestos blanke: insulation

Install Gas Blanketing

Rshabilitate tank

Remove sludge heel (1000 grl)

Remove asbestoe-conteining mastie {1400 8y £t)
Remove asbestos blanket insulation (1400 mg ft)
Install Dike containment ( as part of tank farm )
Apply 2" fiverglass insulation w/ 8.8. Jacketing
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Capacity - 50,000 gallons

Overall dimensions ~ 28.5 f¢, Dia. x 11 F¢., H

Construction - Welded eteel, vertical, with
asbestos-containing mastic

Damolish tank

00
B
e
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14.0 F.L. SURGE TANK NO. 2

Install Gas Blanketing

Erect replacement tank { in-kind )

Romove mludge hes) {10,000 gal) _

Remove asbestos-containing mastic (1000 8q £t)
Install Dike containment ( as part of tank farm }

Capacity - 50,000 gallons

Overall dimensionas - 28.5 ft. Dia. x 11 Ft. H

Construction - Welded steel, vertioal, with
aabcatcs«camtaiming messtic

Demolish tank

Remove mludge hesl

o
‘o
oo
e,
v
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Instell Gas Blanketing

Erect replazement tank { in~kind )

(10,000 gal)

Remove asbestos-containing mastic (1000 sg f1)
Install Diks containment ( as part of tank farm )

Capacity ~ 30,000 gallons

Overall dimensions - 28.5 £t. Dia. x 11 ¥, H

Construction ~ Riveted Bteel, vertical with
aubaataa~aontaining mastic

E OF WORK:

- Inmtell Gams Blanket
- Rehabilitate tank

- Remove sludge heel
- Remove asbestom-pon
- Install Dike contai

ing

{10,000 gml)
taining mastic (1000 eq £¢)
mment ( as part of tank Tarm )

Install Gas Blanket
Demoliash tank

Ersct replacement tank { in-kingd )
Remove sludge heel

LI I

ing
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- Remove asbestos-containing mastic
= Install Dike containment ({ as part of tank farm )

Capacity - 500,000 gallons

Overall dimensions - 50 ft. Dia. x 85,75 Ft. H

Construction - Riveted steel, vertical, with
asbeptos~containing mastin and
fiberglaas blanket insulation

ECOPE OF WORK:

Install Gas Blanketing

Rehabilitate tank

Romove sludgs hesl { 200,000 grl)

Remove fiberglass blanket insulatien {5800 mg £t)
Remove asbestos-containing mastie (8600 mg ft)
Install Dike containment { a2 part of tank farm 3
Apply 2" fiberglass insulation w/ 8.8, Jacketing

IR A

Install Gas Blanketing

Demolish tank

Erect replacement tank { in-kind )

Remove sludge hssal

Remove fibverglaasm blanket insmulation

Remove asbestos-containing mamtic

Install Dike containmenrt { ae part of tank farm }
- Apply 2" fibverglams insulation w/ §.8. Jacketing

AZ.0 TAR_STORAGE TANK HO o

-t
=
-
.
e
00
o

Capacity - 500,000 gallone

Overall dimensionm - 50 ft. Dia. % 35.75 Ft, H

Construction ~ Riveted steel, vertical, with
asbestor-containing mestic and
fibsrglass blanket insulation |

Ingtall Gasm Blanketing

Rehabilitate tank

Remove sludge hes) (200,000 gal}

Remove fibverglses blanket insulation (5800 sg )
Remove aﬁbeataamaontaining mastic (5800 sg ft)
Install Dike contalinment ( as part of tank farm )
Apply 2" fiberglass insulation w/ 8.8, Jacketing

o
soos
o0
ann
e
-
T

ALTERNATE SCOPE OF WORK:

- Inetall Gas Hlanketing
- Demolish tank
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Erect replscement tank ( in-kind 3

Remove mludge hesl

Remove fiverglass blanket ingpulation

Remova asbestos-containing mastic

inatall Dike containment ( am rart of tank farm )
Apply 2" fiberglass ineulstien w/ 6.8, Jacketing

PP LTt

STORAGE TARK

Capacity ~ 500,000 gallons

Overall dimensions -~ 80 ft. Dina. x 35.756 F¢. H

Construction - Riveted stesl, vertical, with
asbestos~containing mastic and
Iiberglasas blankst insulation

BLOPE OF WORK:

Inetall Gae Blanketing

Rehabilitate tank

Remove sludge hesl (200,000 gnl)

Remove fiberglams blanket insulation (5600 sgq ft)
Remove aabeatmawcantaining mastic (5800 mg ft)
Inegtall Dike containment { a= part of tank farm )
Apply 2" fiberglass insulation w/ 5.8, Jacketing

o818

ALTERNATE SCOPE OF WORK:

Install Gas Blanketing

Demolish tank

Erect replacemsnt tank { in-kind )

Remove sludge hesl

Remove fiberglase blanket insulation

Remove sabestos-containing mastin

Inastall Dike containment { as part of tank farm )
Apply 2" fiberglamss insulation w/ 5.8, Jacketing

£
e
o
e
o0
oo
o
.

Capacity - 500,000 Ballons .

Overall dimensions - 50 ft. Dia. x 35.75 Ft, H

Construction - Riveted steel, varticel, with
asbestos~containing mastin and
fiberglass blanket insulation

- Inetall Gae Blanketing

- Rehabilitate tank

- Remove sludge hesl {200,000 gl

- Remove fiberglasss blanket insulation (856800 mg ft)
- Remova agbestos-containing mastio {36800 msg Ft)

- Install Dike containment ( a8 part of tank farm )
- Apply 2" Ziberglamss insulation w/ 8.8, Jacketing

ED_002508A_00000592-00009



Inntall Gas Blanksting

Demolish tank

Erect replacement tank { in~kind )

Eenove sludge heel

Remove fiberglass blanket insulation

Remove asbestos-containing mastic

Install Dike containment ( as part of tenk farm )
Apply 2" fiberglass ineulstion w/ 8.8, Jacketing

e
e
-
e
-
e

e
o

Capacity ~ 350,000 gallonas

Overall dimensions - 38.5 ft. Dis % 44 r¢. H

Construction ~ Riveted steel, vertical, with
asbeatos-containing mastic and
fibergless blankst insulation

SCOPE OF WORK:

- Remove sludgse hes] {200,000 gal)

-  Remove asbestos~containing nastic (5300 mg f1)

~  Remove fiberglasa blanket insulation (5300 By ft)
- Demolish tank

Capacity ~ 350,000 gallons

Overall dimesnsions - 38.5 ft. Dim x 44 fr, ¥

Construction - Rivetsd stesl, vertical, with
asbeatos~containing mastic and
fiberglass blankst insulation

~  Remove aludge hesl (200,000 gal) ,

- Remove ashestos-containing nastic (5300 mg fti

~  Remove fiberglmes blankst insulation (5300 sg 1)
- Demolish tank

wiGQUOR STORAGE TANK NO . 3

Capacity - 360,000 gallons _

Overall dimensions - 36.5 fv. Dia x 40 f¢. H

Conatruction - Welded stem}, vartical, with
asbestos-containing mastin
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SCOPE OF WORK:

E1rog 8

Inestall Gas Blanketing

Rehabilitate tank

Remove sludge heel (40,000 gal}

Remove apbestos-containing mastic (4800 8g £t)
Install Dike containment ( as part of tank ferm 3

-
wass
e
o
E
£

Install Gas Blanketing

Demolish tank

Erect replacement tank { in-kind )

Remove eludge hesl

Remove asbestos-containing mastic .
Install Dike containment { as part of tank farm )

£23.0 AMMONIA LIQUOR STORAGE TANK NO, 2

Capacity - 300,000 gallons

Overall dimensions - 38.5 ft. Dia x 40 ft. H

Construction - Welded steel, vertical, with
aghastos-containing mastic

SCOPE_OF WORK:

L |

Install Ges Blanketing

Rehabllitete tank

Remove sludge heel (40,000 gal)

Remove asbestos-conteining mastic (4600 8g £t)
Install Dike containment ( as part of tank farm )]

o
o
o
-

s
e

24.0 WEWT _SETTLING TANE NG 1

Install Gas Blanketing

Demolish tank

Erect replacemsnt tank { in-kind )

Remove sludge heel

Remove ssbestos-containing mastic

Install Dike containment { as part of tank farm )

Capacity ~ 138,000 gallons

Overall dimensions - 30 ft. Dia, x 26 £4. H

Construction - Welded steel, vertical, with
asgbestce~containing mastic

SCOPE OF WORK:

£

Install Gas Blanketing
Demelish tank
Erect replacement tank { in-kind 3
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- Remove sludge heel (20,000 ganl)
- Remove asbestos-containing mastio (2800 By £t

Capacity -~ 138,000 gallons

Overall dimensions - 30 ft. Dia. = 28 ft. H

Construction -~ Welded &steel, vertival with asbestos~
containing mastic

SCOPE DF WORK:

Install Gae Blanketing

Demolish tank

Erect replacement tank { in-kind 3}

Remove sludge heel (20,000 gal)

Remove asbestos-containing mastic (2500 ag f4)

28.0 WWT SETTIING TANE NO, 3

LI

Capacity - 133,000 gallons
Overall dimensions - 30 ft. Dia. x 28 ft. H
Construction - Welded steel, vertical,

with ssbestos-containing mastic

SCOPE OF WORK:

Ingstall Gas Blanketing

Demolish tank

Erect replacement tank { in-kind 3

Remove sludge heel (15,000 gal)

Hemove asbestos-containing mastic (2500 mg ft)

L B A

21,0 WWI SBETTLING TANK NO. 4

Capacity ~ 138,000 gallone

Overall dimensions - 30 £t. Dia. =x 26 ft. H

Construction -~ Welded steel, vertical with
asbestos-containing mastic

Install Gas Blanketing

Demolish tank

Erect replacement tank { irn~kind b

Remove sludge hes) (15,000 gal)

Remove asbsstom-containing mastic (2500 sg £¢)

28,0 WWT SETTLING TANE NO. &

P 1 4

Capacity ~ 100,000 gallons
Overall dimensions ~ 30 ft. Dia. x 22 fv. H
Construction -~ Welded steel, vertical,

with asbestos-containing mastie
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Inetall Gas Blanketing
Demolish tank

=  Erect replacement tank { in-kind 3
- Ramove sludge hesl (10,000 gal}
-  Remove asbestos-containing nastic (2500 mg £t

Capacity - 50,000 gallons ‘ )
Oversll dimensions - 17 ft. Wx 18 ££, D x 22 £t. Lg.
Construction -~ Concrete sump w/ steel cover

- Inestall Gap Blanketing
- Relhavilitate tank

Qty: Twe (2) Vertical Sump
Rating: 500 gpm
1.0 8.G., & 150 §

- Demolish pumps
o inetael} replacement pumps ( in~kind )

81.0 LIGHT OIL TANK NO. 421

Capacity ~ 500,000 grllons

Overall dimensions ~ 53 ft. Dia. x 35,75 #¢. B

Construction - Riveted Btesl, vertical, with
aabautuﬁwaantainins mastic

- Remove aab@atbgwcuntaining mastic (8000 g £1)
- Remove sludge heel {10,000 gal)

- Demolish tank (TANK 15 PRESENTLY OUT OF EERVICR)

Capacity - 500,000 #allons

Overall dimensions - B3 ft. Din. x 35,78 ¢ H

Construction - Riveted steel, vertical, with
aabaataawaantaininz magtie
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-3amovc asbestos-containing mastic (6000
Remove sludge heel (100,000 gal) ( sg ft)

Demolish tank (TANK I8 PRESBENTLY OUT OF SERVICE)

- Duﬁcliah pumps
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